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INSTALLATION DETAILS

REVISIONS

MODEL:
M-445PH

MATERIAL:
.081" WALL THICKNESS
ALUMINUM FRAMES
& BLADES 6063-T5

CONSTRUCTION:
LOUVERS TO BE ALL WELDED.

SCREEN:
REMOVABLE BIRD SCREEN
1/2" MESH, .05" EXPANDED
ALUMINUM

FINISH:
STD. MILL

FASTENERS & CLIPS:
AS NOTED ON THE DRAWING
BY INSTALLER

BITUMINOUS PAINT:
USED BETWEEN DISSIMILAR METALS

Mc D ERM O TT
M E T A L  W O R K S
CORPORATION

BUILT UP ROOFING (TYP.)

2" RIGID INSULATION (TYP.)

CORRUGATED METAL

ROOF DECKING (TYP.)

EPDM RUBBER

ROOF MEMBRANE

(SEE DETAIL ON

PAGE THREE)

EPDM RUBBER CURB

FLASHING COVERING

ENTIRE ROOF CURB

EPDM RUBBER

FLASHING FULL

HEIGHT OF CURB

16 GA GALVANIZED

STEEL ROOF CURB

WITH 1" INSULATION

(TYP.)

ROOF CURB FASTENED TO

METAL ROOF DECK BEFORE

APPLYING EPDM FLASHING.

BY INSTALLER (TYP.)

PH1

CURB INSTALLATION

6" = 1'-0"

DAMPER NOT SHOWN

FOR CLARITY

PH1

ROOF SECTION

1-1/2" = 1'-0"

PH1

ISOMETRIC

1-1/2" = 1'-0"

FULL CURB

NOT SHOWN

ROOF CURB FASTENED TO

METAL ROOF DECK BEFORE

APPLYING EPDM FLASHING.

BY INSTALLER (TYP.)

2" INSULATION (TYP.)

METAL ROOF DECK
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